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Specifications:

ISO9001 
CERTIFIED MANUFACTURING

	 Daimler-Benz	 DBL 8440
	 BMW	 GS 90011
	 General Motors	 GM Pending
	 AM General	 5934851 Pending

Salt Spray 	 2000+ Hours 
ASTM B117	

Cyclic Corrosion Resistance
GMW 14872	 70+ cycles
Toyota CCT-A	 50+ cycles
BMW DYKO
Mercedes MEKO

	
Coating Thickness	 15-30 microns

MAGNI 265
Magni 265 is a chrome-free duplex coating system that combines an inorganic zinc-rich 
basecoat with an aluminum-rich organic topcoat. 

Magni 265 is designed for use on vehicle underbody stampings and other structural 
components.  Magni 265 provides corrosion resistance comparable to hot-dip galvanizing, 
while substantially lowering the components’ weight.  It can be used as a stand-alone 
system or as a base layer for other protective topcoats.

Magni 265 can be applied via dip/drain or spray application methods and is grey/silver in 
appearance.
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MAGNI 336
Magni 336, is a chrome-free highly conductive thermoset aluminum rich coating developed for 
fuel tanks in automobiles. It is coil-coated as a barrier topcoat on both sides of either zinc-nickel or 
galvanneal coated sheet steel.

Magni 336 is a patented formulation which provides many proven benefits. The fuel resistance 
accommodates all OEM fuel blends, including flex fuels. Magni 336 is available in silver and can be 
applied via coil-coat application methods.
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	 Ford 	 WSL-M1A325-A2Salt Spray 	 2000 Hours 
ASTM B117	
Humidity/Adhesion	 1000 Hours/8 or better 
GM 4465P/GM 9071P	
FLTM BI 106-01	 1 or better

Corrosion Resistance
GM9511P/9511D	 20 cycles
GM9505P Cycle J	 10 year
SAEJ2334	 160 cycles
SAEJ400 Gravelometer	 30+ pints
Ford P3-87A or P3-76A	 100 cycles

Cure Test	 10 double rubs
GM 4350M
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MAGNI 659
Magni 659, is a chrome-free, black highly conductive thermoset aluminum rich coating developed for 
fuel filler pipes in automobiles. This coating is designed for dip/drain application over fuel filler pipes 
fabricated with electroplated zinc-nickel.

Magni 659 is a patented formulation designed to provide 15 years of field service and excellent galvanic 
protection. It is resistant to the corrosive effects of flexible fuel blends and stone impingement.

Magni 659 can be applied via dip/drain or spray application methods.
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	 Ford 	 WSS-M1A343-A2
	 General Motors	 GMN4991
	 Chrysler	 PS-9163 Category II

Salt Spray 	 2000 Hours 
ASTM B117	
Humidity/Adhesion	 1 or better	
FLTM BI 106-01	

Cyclic Corrosion Resistance
GM9540P	 160 cycles
GM9505P	 15 cycles
SAEJ2334	 160 cycles
SAEJ400 Gravelometer	 30+ pints




